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Environmental Protection Agency § 60.505

collection system equipment while a
gasoline tank truck is being loaded.
The owner or operator shall repair all
leaks with readings of 10,000 ppm (as
methane) or greater before conducting
the performance test.

(c) The owner or operator shall deter-
mine compliance with the standards in
§ 60.502 (b) and (c) as follows:

(1) The performance test shall be 6
hours long during which at least 300,000
liters of gasoline is loaded. If this is
not possible, the test may be continued
the same day until 300,000 liters of gas-
oline is loaded or the test may be re-
sumed the next day with another com-
plete 6-hour period. In the latter case,
the 300,000-liter criterion need not be
met. However, as much as possible,
testing should be conducted during the
6-hour period in which the highest
throughput normally occurs.

(2) If the vapor processing system is
intermittent in operation, the perform-
ance test shall begin at a reference
vapor holder level and shall end at the
same reference point. The test shall in-
clude at least two startups and shut-
downs of the vapor processor. If this
does not occur under automatically
controlled operations, the system shall
be manually controlled.

(3) The emission rate (E) of total or-
ganic compounds shall be computed
using the following equation:

n
E = K Σ (Vesi Cei)/

(L 106)
i=1

where:
E=emission rate of total organic compounds,

mg/liter of gasoline loaded.
Vesi=volume of air-vapor mixture exhausted

at each interval ‘‘i’’, scm.
Cei=concentration of total organic com-

pounds at each interval ‘‘i’’, ppm.
L=total volume of gasoline loaded, liters.
n=number of testing intervals.
i=emission testing interval of 5 minutes.
K=density of calibration gas, 1.83×106 for pro-

pane and 2.41×106 for butane, mg/scm.

(4) The performance test shall be con-
ducted in intervals of 5 minutes. For
each interval ‘‘i’’, readings from each
measurement shall be recorded, and
the volume exhausted (Vesi) and the
corresponding average total organic
compounds concentration (Cei) shall be
determined. The sampling system re-

sponse time shall be considered in de-
termining the average total organic
compounds concentration correspond-
ing to the volume exhausted.

(5) The following methods shall be
used to determine the volume (Vesi) air-
vapor mixture exhausted at each inter-
val:

(i) Method 2B shall be used for com-
bustion vapor processing systems.

(ii) Method 2A shall be used for all
other vapor processing systems.

(6) Method 25A or 25B shall be used
for determining the total organic com-
pounds concentration (Cei) at each in-
terval. The calibration gas shall be ei-
ther propane or butane. The owner or
operator may exclude the methane and
ethane content in the exhaust vent by
any method (e.g., Method 18) approved
by the Administrator.

(7) To determine the volume (L) of
gasoline dispensed during the perform-
ance test period at all loading racks
whose vapor emissions are controlled
by the processing system being tested,
terminal records or readings from gaso-
line dispensing meters at each loading
rack shall be used.

(d) The owner or operator shall deter-
mine compliance with the standard in
§ 60.502(h) as follows:

(1) A pressure measurement device
(liquid manometer, magnehelic gauge,
or equivalent instrument), capable of
measuring up to 500 mm of water gauge
pressure with ±2.5 mm of water preci-
sion, shall be calibrated and installed
on the terminal’s vapor collection sys-
tem at a pressure tap located as close
as possible to the connection with the
gasoline tank truck.

(2) During the performance test, the
pressure shall be recorded every 5 min-
utes while a gasoline truck is being
loaded; the highest instantaneous pres-
sure that occurs during each loading
shall also be recorded. Every loading
position must be tested at least once
during the performance test.

[54 FR 6678, Feb. 14, 1989; 54 FR 21344, Feb. 14,
1989]

§ 60.504 [Reserved]

§ 60.505 Reporting and recordkeeping.
(a) The tank truck vapor tightness

documentation required under
§ 60.502(e)(1) shall be kept on file at the
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